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Packaged Units

TRANQUILITY COMPACT (TC) 
SERIES

•	 Six to ten ton units

•	 Dual refrigeration circuits          

•	 Exceeds ASHRAE 90.1 

efficiencies

•	 EarthPure® (HFC-410A) 

refrigerant

•	 TXV metering device 

•	 Extended range operation

Vertical Stack UnitS

TRANQUILITY VERTICAL 
STACK (TRM) SERIES

•	 Three-quarter to three ton units

•	 Vertical Hi-Rise Stack Units 

•	 EarthPure® (HFC-410A) refrigerant

•	 High efficiency rotary and scroll 

compressors

•	 Exceeds ASHRAE 90.1 efficiencies

•	 Removable chassis

TRANQUILITY VERTICAL STACK 
Hybrid (TRW) SERIES

•	 Three-quarter to three ton units

•	 Vertical Hi-Rise Stack Units 

•	 Hybrid unit with hydronic heating

•	 EarthPure® (HFC-410A) refrigerant

•	 High efficiency rotary and scroll 

compressors

•	 Exceeds ASHRAE 90.1 efficiencies

•	 Removable chassis

TRANQUILITY large 
VERTICAL (TlV) SERIES

•	 Vertical upflow seven to twenty 

five ton units

•	 Filed convertible air flow pattern

•	 Field convertible electrical panel 

and water connection locations

•	 EarthPure® (HFC-410A) refrigerant

•	 Dual refrigeration circuits     

(TL168, 192, 240, 300)

•	 Exceeds ASHRAE 90.1 efficiencies

•	 Extended range operation

•	 Microprocessor controls standard

•	 LonWorks, BACnet, Modbus and 

Johnson N2 compatibility options 

for DDC controls

Tranquility Large Unit

Console Unit

TRANQUILITY CONSOLE  
(TRC) SERIES

•	 Three-quarter to one-and-one half 

ton units

•	 EarthPure® (HFC-410A) refrigerant

•	 High efficiency rotary compressors

•	 Exceeds ASHRAE 90.1 efficiencies

•	 Two-piece chassis/cabinet design

Rooftop Unit

TRANQUILITY Rooftop 
(TRE) SERIES

•	 Three to twenty ton units

•	 EarthPure® (HFC-410A) refrigerant

•	 Exceeds ASHRAE 90.1 efficiencies

•	 Microprocessor controls standard

•	 Extended range operation standard

•	 Eight Safeties standard

•	 Rx ERV option handles up to 100% 

outside air

Energy Recovery Ventilators

rx Energy recovery    
(ERV) module

•	 Sizes 1,000 thru 10,000 CFM of 

outdoor air mixed with return air 

or up to 100% outside air

•	 All of the features of the TRE 

series PLUS energy recovery 

•	 20+ (Combined) EER 

substantially reduces the cost of 

preconditioning outside air

TRANQUILITY 27® TWO-STAGE 
(TT) SERIES

•	 Two to six ton units

•	 27 EER

•	 EarthPure® (HFC-410A) refrigerant

•	 Two-stage compressor 

•	 Exceeds ASHRAE 90.1

•	 Variable speed ECM fan motor

•	 Horizontal, vertical upflow, and 

downflow units

TRANQUILITY 20 SINGLE-STAGE 
(TS) SERIES

•	 One half to six ton units

•	 20 EER

•	 EarthPure® (HFC-410A) refrigerant

•	 Single-stage compressor 

•	 Efficiencies exceed ASHRAE 90.1

•	 PSC or variable speed ECM fan 

motor

•	 Horizontal, vertical upflow, and     

downflow units

TRANQUILITY HIGH EFFICIENCY 
(TR) SERIES

•	 One-half to five ton units

•	 Exceeds ASHRAE 90.1 efficiencies

•	 EarthPure® (HFC-410A) refrigerant

•	 PSC three-speed fan motor

•	 Horizontal and vertical upflow 

units

TRANQUILITY 16 Compact 
(TC) SERIES

•	 One-half to five ton units

•	 16 EER

•	 EarthPure® (HFC-410A) refrigerant

•	 Copeland scroll compressors   

(size 024 and above) 

•	 Exceeds ASHRAE 90.1 efficiencies

•	 Horizontal and vertical upflow 

units

TRANQUILITY (TOV) SERIES

•	 Four to thirty ton units

•	 Vertical dedicated outdoor air 

systems

•	 Raised lance fins, rifled tubes 

maximize moisture removal 

efficiency

•	 Sized for neutral LAT (65 to 80°F, 

18 to 27°C) with ±2.0°F (±1°C) 

outdoor air units

TRANQUILITY (TOH) SERIES

•	 Three to one hundred ton units

•	 Horizontal dedicated outdoor      

air systems

•	 Raised lance fins, rifled tubes 

maximize moisture removal 

efficiency

•	 Sized for neutral LAT (65 to 80°F, 

18 to 27°C) with ±2.0°F (±1°C) 

TRANQUILITY MODULAR WATER- 
TO-WATER (TMW) series

•	 Three to twenty eight ton units

•	 EarthPure® (HFC-410A) refrigerant

•	 Copeland scroll compressor(s)

•	 Dual independent refrigeration 

circuits (TMW120 and 340)

Water-to-water Units



ClimateMaster works continually to improve its products. As a result, the design and specifications of each product at the time for order may be changed 
without notice and may not be as described herein. Please contact ClimateMaster’s Customer Service Department at 1-405-745-6000 for specific  
information on the current design and specifications. Statements and other information contained herein are not express warranties and do not form the basis of any 
bargain between the parties, but are merely ClimateMaster’s opinion or commendation of its products.

The management system governing the manufacture of ClimateMaster’s products is ISO 9001:2000 certified.

We are a proud supporter of the Geothermal Exchange Organization - GEO. For more information visit geoexchange.org
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Tranquility  27® Two-Stage (TT) • • • • • • • • • • • • • • • • • • • • • • • • • •

Tranquility  20 Single-Stage (TS) • • • • • • • • • • • • • • • • • • • • • • • • • • •

Tranquility High Effi ciency (TR) • • • • • • • • • • • • • • • • • • • • • • • •

Tranquility  16 Compact (TC) • • • • • • • • • • • • • • • • • • •

Tranquility Vertical Stack (TRM) • • • • • • • • • • • • • • • • • • •

Tranquility Vertical Stack (TRW) • • • • • • • • • • • • •

Tranquility Console (TRC) • • • • • • • • • • • • • • • • •

Tranquility Compact (TC) • • • • • • • • • • • • • • • • • • •

Tranquility Large (TL) • • • • • • • • • • • • • • • • • • • •

Tranquility Water-to-Water (TMW) • • • • • • • • • • • • • • •

Rooftop (TRE) • • • • • • • • • • • • • • • • • • • • •

Rx Energy Recovery Ventilator (ERV) • •

Vertical Dedicated Outdoor Air (TOV) • • • • • • • † • •

Horizontal Dedicated Outdoor Air (TOH) • • • • • • • † • • •

  Some exceptions may apply to standard features and options, consult product submittal materials to determine availability.
 * Control for TO Series is DDC with modulating HGR. Control for TMW 360-600 is DDC.
 ** Water coil construction for TO Series and TMW 360-600 is stainless steel.
 *** Standard on TT Series
 ‡ Standard on TMW Series
 † Extended Range = 35°F–95°F EWT

U N I T  F E AT U R E S

ISO 9001:2000
Certified

Quality: First & Always

Commercial Product Line


