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STAINLESS STEEL
CONTINUOUS HINGES

SECURE STABILITY

Hager’s heavy duty stainless steel continuous hinges 

offer proven reliability that can stand up to the daily 

rigors of high-traffic, high-impact areas. They’re designed 

and engineered to evenly distribute door weight along 

the full length of the door, which eliminates localized 

stresses on the frame. Our stainless steel continuous 

hinges also help eliminate stress on closers, automatic 

operators, and panic and locking hardware by helping 

doors to stay properly aligned.

STAINLESS STEEL CONTINUOUS GEARED HINGES
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STAINLESS STEEL
CONTINUOUS HINGES

STAINLESS STEEL CONTINUOUS GEARED HINGES

• �Door edge protection lip

Concealed Leaf

• �Useful for ADA upgrade work

Full Surface

• �Security molding

Half Surface

• �Ideal for retrofit
• �For square edge doors only

Half Mortise

NOTES
• Available lengths for all continuous hinges include 79”, 83”, 85”, 95” and 119”				  
• You must specify UL when ordering
• �14 gauge Type 304 stainless steel
• �1/4” diameter stainless steel pin
• Dual 6/6 nylon bearings between each knuckle
• For 1-3/4” (44 mm) doors up to 600 lbs.
• �Concealed Electric Through Wire (ETW), Electric Power Transfer (EPT) and Exposed Electric Switches (E1S) are available 

on Concealed Stainless Steel Continuous Hinges
• �Exposed Contacts (E), Exposed Electric Switches (E1S), Concealed Electric Through Wire (ETW), Concealed Electric 

Monitoring (EMN), Concealed Electric Through Wire and Monitoring (ETM), Electric Power Transfer (EPT), and Removable 
Electric Through Wire (RETW) are available on Roton Continuous Geared Hinges

Available on all Continuous Hinges:
• Dutch Door
• Hospital Tips
• Custom Hole Patterns and Hinge Lengths
• Special Finishes

790-909
1/8” Inset
Swing Clear

790-905
1/8” Inset

790-900
1/8” Inset
Note: Does not have 
door edge protection 
lip

790-907
Flush Mount

790-926
Swing Clear

790-915
1/16” Inset

790-911
Swing Clear

790-935
1/8” Inset
Swing Clear

790-903
1/8” Inset

790-904
1/8” Inset

790-906
Edge Guard



19
2/2010
www.hagerco.com

Electric Modifications

Exposed Electric Switches: 
•	 Miniature push button switch is incorporated in the hinge 

frame leaf to monitor position of the door. 
•	 Includes three 12” wire leads. 
•	 To order, use symbol “E1S” as a suffix (Example: 790-

900 85” US32D E1S).
•	 Each monitoring hinge only needs one E1S switch.  
•	 Specify handing and dimension from top of hinge to 

centerline of electric through-wire location. Please note 
the clearance from top of hinge to underside of header, 
typically 1/16” to 1/8” (1.6 mm to 3.2 mm). 

•	 Templates regarding location of contact switch available 
upon request. 

Concealed Electric Through-Wire: 
•	 Transfers power discreetly from building to door 

hardware. 
•	 Includes four or eight 24 gauge 12” wire leads.
•	 Includes ten 26 gauge 12” wire leads.
•	 To order, use symbol “ETW” plus the number of wires 

required, as a suffix (Example: 790-900 HD 85” US32D 
ETW - 4).

•	 Specify handing and dimension from top of hinge to 
centerline of electric through-wire location. Please note 
the clearance from top of hinge to underside of header, 
typically 1/16” to 1/8” (1.6mm to 3.2 mm). 

•	 Available on the following models: 790-900 & 790-915 

Von Duprin EPT2 or EPT10 Electric Power Transfer 
Preparation
•	 Hinge leaf cutout to accommodate power transfer 

device. 
•	 Specify handing and dimension from top of hinge to 

centerline of power transfer cutout location. Please note 
the clearance from top of hinge to underside of header, 
typically 1/16” to 1/8” (1.6 mm to 3.2 mm).

•	 Modification available on models 790-900, 790-903, 790-
904, and 790-915.

Mortar Box - 430
•	 Serves as a mortar shield.
•	 Overall dimensions are 9” (229 mm) length with tabs, 

7” (178 mm) (inside), 1-3/4” x 1-3/4” (45 mm x 45 mm) 
inside dimension

•	 Galvanized steel 0.040” (1 mm)
•	 Top and bottom knockouts for standard conduit fittings.

79” 83” 85” 95” 119”

A 80” 84” 86” 96” 120”

B 79-1/8” 83-1/8” 85-1/8” 95-1/8” 119-1/8”

C 79-3/16” 83-1/8” 85-1/8” 95” 118-3/4”

F 41-1/2” 43-1/2” 45-1/2” 55-3/8” 79-1/8”

G 24-1/2” 28-7/16” 30-7/16” 40-1/2” 64-7/16”

H 41-1/2” 43-1/2” 45-1/2” 55-3/8” 79-1/8”

SECURE STABILITY
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Hager: Opening a new door to environmental responsibility
To help minimize Hager’s environmental impact, this brochure was 
printed on paper containing FSC 10% post-consumer waste fiber  
made with certified renewable energy, which resulted in a savings of:
	
     • 15 trees
     • 5,455 gallons of wastewater
     • 10,000,000 BTUs of energy
     • 1,664 pounds net greenhouse gases
     • 903 pounds of solid waste

More for your door than any other brand.TM


